


PERFORMANCE AND FUNCTIONALITY:
Container feeding:	  	 Horizontal feeding. One opening for all containers
Registration/feeding rate:		 20 - 30 units per minutes
Container types:			  Cans, one way PET bottles
Container size:			   0,15 - 3 liter
RVM database:			   8.000 container types
Barcode:			   Horizontal barcodes. Optional crossscanning barcode reader
Safety mark reader:		  Optional integrated reader

Storage capacity
One-way PET bottles:		  2 x 650 bottles
Cans				    2x 1750 cans

Electrical power
Power supply:			   230V/400V/16A
Power consumption stand-by: 	 75 W
Peak power consumption:	 1100 W
 
Dimensions 
Depth:				    950 (1025) mm
Width:				    1450 mm
Height:				    1810 mm*
*1990 mm including alarm lamp

Environment:
Temperature range:		  10 - 35 °C
Relative humidity:		  >90%, non-condensing

PRINTER:
Graphic thermo printer for text, images and barcodes.

SAFETY AND APPROVALS:
CE marked. DPG-registrated.

DISPLAY:
Temperature compensated graphic LCD display. Back light for easy reading.

Specification subject to change without notice.
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PERfORMANCE AND fuNCTIONALITY:
Container feeding:   Horizontal feeding. One opening for all containers.
Registration/feeding rate:  20 - 30 units per minutes.
Container types:   Cans, one way PET bottles.
Container size:   0,15 - 3 liter.
RVM database:   8.000 container types.
Barcode:   Horizontal and vertical barcodes.

STORAgE CAPACITY
One-way PET bottles:  2 x 900 bottles
Cans    2 x 2500 cans

ELECTRICAL POwER
Power supply:   230V/400V/16A
Power consumption stand-by:  75 W
Peak power consumption: 1100 W
 
DIMENSIONS 
Depth:    1275 (1350) mm
Width:    1860 mm
Height:    1810 mm*
*1990 mm including alarm lamp

Environment:
Temperature range:  10 - 35 °C
Relative humidity:  >90%, non-condensing

PRINTER:
Graphic thermo printer for text, images and barcodes. 250 m Roll length.

SAfETY AND APPROVALS:
CE marked. DPG-registrated.

DISPLAY:
Temperature compensated graphic LCD display. Back light for easy reading.

Specification Subject to Change Without Notice.
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