


REPANT GLOBAL 120

PERFORMANCE AND FUNCTIONALITY:

Container feeding: Horizontal feeding. One opening for all containers.
Registration/feeding rate: 20 - 30 units per minutes.
Container types: Cans, one way PET bottles.
Container size: 0,15 - Sliter.

RVM database: 8.000 container types.

Barcode: Horizontal and vertical barcodes.
Safety Mark Reader: Optional integrated reader.
STORAGE CAPACITY

One-way PET bottles: 2 x 900 bottles

Cans 2 x 2500 cans

ELECTRICAL POWER

Power supply: 230V/400V/16A

Power consumption stand-by:  75W

Peak power consumption: 7100 W

DIMENSIONS

Depth: 1275 (1350) mm
Width: 1860 mm
Height: 1810 mm*

*1990 mm including alarm lamp

Environment:

Temperature range: 10-35°C
Relative humidity: >90%, non-condensing
PRINTER:

Graphic thermo printer for text, images and barcodes.

SAFETY AND APPROVALS:
CE marked. DPG-registrated.

DISPLAY:
Temperature compensated graphic LCD display. Back light for easy reading.

Specification subject to change without notice.

I -
]
] | = = L
B
il STAMDARD BACEWARD . WALLMOUNT

* Option

REPANT ASA, PB STROMSOE, , DRAMMEN, TEL: +47 O - FAX: +47 ¢ , E-MAIL: MAIL@REPANT.COM - WWW.REPANT.COM

ON"IWYTITYLZIND MMM - 8E2S



